APLIVI®

Installation instruction COVER B (smal)

APLIVI 100 Inlet for dishwasher water inlet valve and drain hose

I

o« PLEASE READ COMPLETE INSTRUCTIONS BEFORE YOU
BEGIN THE INSTALLATION

o PLEASE FOLLOW THE INSTALLATION INSTRUCTION

It is recommended that the installation is made by an HPAC —professional BASE A

DIAGRAM 1. DIAGRAM 2.

y

DIAGRAM 3a.

D

1: Cut a hole for the inlet to an suitable 2: Carefully apply adhesive sealant 3a: Turn the COVER (B) upside down and
spot in the sink cabinet with a HOLE SAW around the hole. Insert the BASE (A) as apply adhesive sealant to the support
(95-98mm). shown in the diagram. squares for the screws.

DIAGRAM 3b. \ DIAGRAM

4.

3b: Insert the COVER (B) on the back end 4: Insert diswasher water inlet valve 5a: Turn the COVER (C) upside down and apply
of the BASE (A) and fasten to the BASE (magnet valve) and drain hose through adhesive sealant to the support squares for the
(A) using the screws provided with APLIVI the inlet in to the sink cabinet as shown screws. Apply adhesive sealant between the

. . COVER COMPONENTS (B and C) as demonstra-
100. in the diagram.

ted in the diagram.
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6: Fasten COVER (C) to the BASE (A) using
the screws provided with APLIVI 100.

Sb: Insert the COVER (C) with an 45° ang-
le on top of the BASE (A).

DIAGRAM 8.

8: Seal the sink cabinet (and possible other inlets) as determined in building control.

Producer: APLIVI
www.aplivi.fi

customer service: asiakaspalvelu@aplivi.fi

This product does not prevent water damages from occuring.
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7: PLEASE NOTE! BEFORE FINISHING
MAKE SURE THAT THE WATER INLET
VALVE AND DRAIN HOSE INSERTED
THROUGH THE INLET HAVE BEEN PLUG-
GED IN AND ARE IN PLACE! Finish and
seal the inlet thoroughly with adhesive
sealant (inlet holes, between the COVER
COMPONENTS B and C).




